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Blender Biplane – Assembly Instructions  

 

Recommended Electronics and motors: 

Motor: AXI 2203-46 outrunner or any equivalent motor 

weighing .6 to 1 oz and in the 1400 kv range.  

 

Speed control: Castle Creations PHX10 or Thunderbird 9. 

 

Battery: 300 to 480, 2 cell, 20C rated or equivalent.  

Pack must weigh less than 1 oz. 

 

Receiver: 4 channel minimum, weighing less than 10 

grams. 

 

All servos: Eflight S60 or Equal. 

 

Disclaimer: Fancy Foam Models has done 

everything we can to caution and inform the end 

user regarding the use of Lithium polymer battery 

technology.  We are in no way responsible for any 

damage that may be caused by these batteries.  

Please read, understand and follow all instructions 

for the charger and batteries.  Failure to use this 

battery technology properly can result in the risk of 

fire.  If you are not comfortable with this 

technology, return the batteries packs and kit to us 

for a refund. By building the kit and using the 

batteries, you accept full responsibility for the 

safety of these batteries.  

 

Recommended building methods and glues: 

Much of the construction of this model is done by laying 

the parts on a flat table.  It is strongly recommended that 

you put wax paper down on the surface first so any 

excess glue doesn’t soak through the foam and glue the 

parts to the table.  For all assembly, use thin “foam safe” 

CA glue.  Gap filling or “medium” glue just adds weight.  

Always use accelerant or “kicker” to get the glue to set.  

If possible, apply the glue to one part and the kicker to 

the other part and then press them together and hold 

until cured.  Wipe off any excess glue with tissues before 

it cures.   

 

Fuselage Assembly: 

Locate the horizontal fuselage section.  Tape the elevator 

hinge line as shown.  

 

Turn the fuse over.  Cut a piece of flat carbon just long 

enough to fit in the pocket to join the elevator halves.  

Before you glue any carbon pieces, give them a light 

sanding to break the sheen.  Failure to sand the 

carbon will result in a weak glue joint. Glue the 

joiner in place as shown below. 

 

Lower Fuselage Attachment Preparation: 

The lower fuselage must be cut away from the upper 

section (including the rudder). 

  

Lay the horizontal fuselage on a flat surface.  Position the 

lower fuselage section into the horizontal fuselage.  The 

tabs on the fuselage sections line up with each other 

perfectly.  Use a square to keep the lower fuselage 

square as you glue it. Do not glue the upper fuselage in 

place until later. 


